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Material of Construction 
 
 Body Closure: SS316/SS316L/Hastelloy C22/ Hastelloy 276/monel/Titanium/Aluminium 
 Non Contact Parts: SS 304 
 Gasket: Silicone/PTFE/EPDM/Viton/FEP viton/FEP Silicone 

 

                  

 

  

 
Membrane holder is designed to support the membranes 
against the applied pressure. These holders are available 
in different sizes to hold 47 mm, 90 mm, 100mm, 142mm, 
150mm and 293 mm diameter of membrane disc filters. 
The membrane holders in combination with membrane filter 
are used for sterile filtration of pharmaceutical and 
biological solution. All membrane filter holders can be made 
of various materials as required along with removable legs 
or stand, as per customer requirement.  
We also design customised membrane holder as per 
process and fluid to be filtered.  
 
A 47 mm Membrane holder features vent to allow air 
venting on upstream side of the membrane at any time 
during filtration, Sampling of inlet or Bubble point testing. 

Features & Benefits 
 
• Large Standard Stainless Steel Holders 142 and 293mm are also available. 
• Seal membrane by hand tightening locking wing nuts 
• Optimal holder design minimizes resistance and maximizes flow rate 
• Each unit labelled with identifying serial numbers on the outside of both the inlet and outlet plates 
 

Internal coating & Lining   Surface Finish 
  
Internally lined or coating construction is available on 
request 

Other options available as per Process 
requirement 

• Halar Coating             External <0.80µm Ra mirror 
• ETFE Lining/Coating  Internal <0.4µm Ra mirror Finishing 
• PFA Lining/Coating  Electro Polishing 

Technical Specifications Material Test Certification 
  
• Max. Allowable working Pressure - 10 bar / High pressure  
   design is also available 

• Lab Test Certificate 
• EN 10204 3.1 MTC 

• Max. Allowable working Temperature --10/+90 °C/ High   
   temperature option is also available 
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  Ordering Guide  

 
 

 

 

 

 

 

 

 

 

 

  

 

                                         
                                  Memsep Membrane Holder in SS 316 material with 47 mm diameter, Inlet –outlet  
                                  connections as Tri clover 32676 and Vent and Drain as staubli valve connection  
                                  with Tri clover DIN 32676 type body closure along with silicone “O” ring. 

  

Material Diameter 
(mm) 

Inlet/ outlet 
Connection 

Vent / Drain 
Connections Closure Type    “O” Ring 

M1 SS316  47 47 T Tri clover 32676 R BSPT Plug 1 Body Flange S Silicone 
M2 SS316L 90 90 F Flange  ASA 150# S BSP Valve 2 Tri Clover DIN 32676 P PTFE 
M3 Hastelloy C22 100 100 B BSPF T BSP Ball Valve 3 BSP Threaded E EPDM 
M4 Hastelloy 276 142 142 D BSPM V Tri Clover  V Viton 
M5 Monel 150 150 L Tri clover 32676 

With TC hose barb 
F Staubli valve  X FEP 

Viton M6 Titanium   293 293 0 No Vent 
M7 Aluminium   W Weld Neck Flange    Y FEP 

Silicone   
  

  Y 

Tri clover 32676 & 
TC Diaphragms 
Valve With TC 
hose barb 

      

    K Tri clover 32676 
With TC Ball Valve 

    

    M 
Tri clover 32676 
With TC 
Diaphragms Valve 

    

    G 
Tri clover 32676 & 
TC Ball Valve With 
TC hose barb 
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