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Diameter 
 
Syringe Filters - 25mm, 50mm, 65mm                                                                                                             
Disc Filters - 25mm, 47mm, 142mm, 293mm 

 

Operating Conditions 
 
Maximum operating pressure: Liquid 2.7 bar@ 25°C. 

 

Sterilisation  
 
Filters can be sterilized by autoclaving for 10 cycles at 257ºF /125ºF for 30 minutes, except for 
PES membrane syringes must not be in situ steam –sterilized.  
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 Syringe and Disc filters with wide range of media and             
 dimension has been designed to meet the requirements  
 for the filtration of liquid and gases. These are free from  
 surfactant binders and adhesives, manufactured as per  
 Food and Drug Administration standard material, Confirms  
 to current USP plastics Class VI-121o C safety standard to  
 provide the best solution, at optimum operating conditions   
 for the economical costs.  
 

Features and Benefits Application 
 

 Highly retentive and dirt holding  Digital inkjet Printer 
 Additional safety with sintered core  Ink and dye 
 No adhesives, binders, or surfactants 
 Wide chemical compatibility with low and 

high pH 

 Wine clarification 
 Fine chemicals and solvents  
 Pharmaceuticals 

 Absolute rated removal rating  Food and beverage 
 Available in a wide-variety of micron sizes  Deformable particle removal 

 

Material of Construction (Syringe Filter) 
  
 Media: PP, PTFE, Nylon, PES, Glass Fiber 
 Media support: Polypropylene 
 Cage, core and end caps: Polypropylene 
 Sealing: Thermally welded. 
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           Ordering Guide  

                      

       

         

 

 

 

 

 

 

                                             Memflo Polypropylene Syringe filter with 0.01 micron rating and end connections as  
                                                 NPT of 25mm diameters. 
 
 
                          

 

 

 

                                    
 

           

    

                                              Memdisc Polypropylene Filter with 0.2 micron rating of 25mm diameter. 

Media Micron 
Rating Diameter End 

Connections 
P Polypropylene 001 0.01 µ 25 25 mm N NPT 
T Polytetrafluoroethylene 02 0.2 µ 50 50 mm S Swagelok 
N Nylon 6,6 45 0.45 µ 65 65 mm C CPC 
E Polyethersulfone 1 1.0 µ     
G Glass Fibre       

        
        
        
        
        

Media Micron 
Rating Diameter 

P Polypropylene 02 0.2µ 25 25mm 
T Polytetrafluoroethylene 45 0.45µ 47 47mm 
N Nylon 6,6 1 1.0µ 142 142mm 
E Polyethersulfone   293 293mm 
G Glass Fibre     
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001   P 25    N 
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02 P 25 

   

 

 

 

 

 

 

 

   

 

      

 

   

 

 

 

 

 

 

          


